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Definitions 

NOTE: All definitions listed below refer to the property or item listed as inspected on this report at the time of inspection 

A Acceptable Functional with no obvious signs of defect. 

NP Not Present Item not present or not found. 

NI Not 
Inspected 

Item was unable to be inspected for safety reasons or due to lack of power, inaccessible, or disconnected at 
time of inspection. 

M Marginal Item is not fully functional and requires repair or servicing. 

D Defective Item needs immediate repair or replacement. It is unable to perform its intended function. 

General Information 

Property Information 

Property Address 111 NEW STREET 
City ANYPLACE State USA Zip 00000 
Contact Name JOHN SMITH 

Client Information 

Client Name MR. AND MRS. JOHN SMITH 
Client Address 192 ANYPLACE AVENUE 
City ANYWHERE State USA Zip 00000 
Phone 123-456-7890 Fax 
E-Mail ANYTHING.COM 

Inspection Company 

Inspector Name PAUL ISAF 
Company Name: Covered Wagon Home Inspections 
Company Address: 840 Peachview Drive 
City Lake Placid  State FL  Zip 33852   
Phone 863-465-3807 Fax 863-465-1238 

E-Mail paulisaf@comcast.net 
Amount Received $350.00 THANK YOU. 

Conditions 

Others Present Buyer and Seller Property Occupied No 

Estimated Age 2002 Entrance Faces NORTH 

Inspection Date 01-12-06 
Electric On  X Yes   _ No 

Water On   X Yes   _ No 

Temperature 70'S 
Weather Sunny Soil Conditions Dry 
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Space Below Grade None 
Building Type Single family Garage Attached 

Water Source City How Verified Visual Inspection 

Lots and Grounds 

 
A NP NI M D 

1. X _ _ _ _ Patio: Concrete 
2. _ _ _ X _ Vegetation: Shrubs/trees - THE SHRUBBURY AROUND THE HOME APPEAREDTO HAVE GOOD 

CLEARANCE FROM THE BUILDING. THE RECOMMENDED DISTANCE IS GENERALLY 16 

INCHES. THE ONLY NOTATION I AM REFERRING TO IS THE LIMB OF THE OAK THAT 

REACHES OVER THE GARAGE. I TOOK A PHOTO OF TWO ROTTED PORTIONS AND BELIEVE 

IT ADVISABLE TO HAVE AN ARBORIST LOOK AT IT OR SIMPLY CUT IT BACK TO AVOID 

ANY FALLING FROM WINDS. 

3. X _ _ _ _ Grading: Moderate slope 
4. X _ _ _ _ Swale: Adequate slope and depth for drainage 
5. _ X _ _ _ Exterior Surface Drain: NOT NOTED 
6. X _ _ _ _ Driveway: Concrete 
7. X _ _ _ _ Lawn Sprinklers: Front and back yard - THE SPRINKLERS OPERATED EFFICIENTLY. I 

DID NOTE THAT THE SPRINKLER HEAD WEST OF THE BUILDING BY THE GARAGE SIDE 

DOOR DID NOT OPERATE WHEN THE WATER WAS TURNED ON. THIS MAY SIMPLY BE 

CLOGGED WITH DIRT. YOU MAY TRY TAKING THE HEAD OFF AND LETTING THE WATER 

RUN, THEN REPLACING IT. THIS MAY FIX THE PROBLEM. I ALSO NOTED THAT THE 

WATER LINE IN THE FRONT NE PORTION HAS A LEAK. THIS MAY ALSO BE A SIMPLE 

FIX. A GOOD WATER RETENTION TAPE MAY ALLOWS IT TO HAVE FULL RETENTION TILL 

IT AGES FURTHER AND NEEDS REPLACEMENT. 

Exterior Surface and Components 

 
A NP NI M D 
Main Exterior Surface 

1. X _ _ _ _ Type: Stucco/rock facing 
2. X _ _ _ _ Trim: Stucco finish 
3. X _ _ _ _ Fascia: Aluminum 
4. X _ _ _ _ Soffits: Aluminum 
5. X _ _ _ _ Door Bell: Hard wired 
6. X _ _ _ _ Entry Doors: Wood,METAL 
7. X _ _ _ _ Patio Door: Metal sliding 
8. X _ _ _ _ Windows: ALUM DOUBLE HUNG /AWNING 
9. _ X _ _ _ Storm Windows: None 
10. X _ _ _ _ Window Screens: Vinyl mesh 
11. X _ _ _ _ Exterior Lighting: POLE LIGHT AND SURFACE MOUNT 
12. X _ _ _ _ Exterior Electric Outlets: 110 VAC - GFCI PRESENT AND OPERATING. 

13. X _ _ _ _ Hose Bibs: Gate 
14. X _ _ _ _
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Gas Meter: TANK HARDWARE ONLY- 
15. _ _ _ X _ Main Gas Valve: LOCATED ON EXTERIOR TANK - THE GAS TANK IS FOR THE FIREPLACE 

LOCATED BY THE WEST WALL NEAR THE GARAGE REAR WINDOW. TECHNICALLY THE TANK 

SHOULD HAVE A GREATER CLEARANCE FROM THE BUILDING AND A MINIMUM OF 10 FEET 

FROM A WINDOW. CONSIDERING THAT THE TANK IS AT AN OUTSIDE GARAGE WINDOW 

AND THE TANK SIZE IS SMALL, OWNERS DISCRETION APPLIES. THE TANK APPEARS TO 

POSE NO REAL DANGER IN ITS PRESENT OPERATING STATE. SHUT- OFFS ARE TO BE 

AT THE TANK AND THE APPLIANCE. IN THIS CASE THE FIRE PLACE. 

POOL/SPA 

 
A NP NI M D 
Behind homewith spa Swimming Pool 

1. X _ _ _ _ Type: In ground 
2. Current Status: Open operation 
3. X _ _ _ _ Deck: Concrete 
4. X _ _ _ _ Coping: Concrete 
5. _ _ _ X _ Skimmer: MAIN FLOOR AND SKIMMER - THE DRAIN MAY HAVE MET STANDARDS WHEN 

INSTALLED;HOWEVER,THE DRAIN COVER IS A VORTEX TYPE. THIS TYPE WITH THE 

HOLES ON TOP INSTEAD OF THE SIDES IS NO LONGER USED DUE TO THE ABILITY OF 

HAIR TO BE PULLED DOWN THROUGH THE TOP AND TWIST CAUSING A SWIMMER'S 

POSSIBLE PERIL. THE NEW ANTI VORTEX DRAIN COVERS ARE RELATIVELY 

INEXPENSIVE AND IT IS ADVISABLE TO REPLACE THE OLD COVERS WITH SUCH, FOR 

SAFETY. 

6. X _ _ _ _ Pump Motor: FUNCTIONAL-1H/P - THE PUMP WAS OPERATIONAL AND APPEARED 
SUFFICIENTLY GROUNDED AS DID THE POOL CAGE WITH NO CHARGE NOTED WITH A TIC 

TESTER. THE PUMP HAS A VISIBLE GROUNDING WIRE. 

7. X _ _ _ _ Filter: Diatomaceous earth filter 
8. X _ _ _ _ Shut-off Valve: Multi-port 
9. X _ _ _ _ Back Wash Valve: APPEARS OPERATIONAL - IT IS ADVISABLE TO ADD A ANTI SIPHON 

DEVISE TO THE SPICKET SUPPLYING WATER TO THE POOL THIS WILL HELP PREVENT 

ANY UNWANTED BACK WASH INTO YOU HOME'S DRINKING SUPPLY. THESE DEVISES CAN 

BE FOUND AT HOME DEPOT AND SHOULD BE USED ANYWHERE CONTAMINATES CAN BACK- 

WASH INTO THE SYSTEM,SUCH AS CHEMICALS FROM YARD HOSES,LAUNDRY TUBS WITH 

HOSES AND LONG SHOWER ARMS THAT MAY REACH THE BATH WATER. THE COST IS 

MINIMAL AND A NOVEST CAN INSTALL THEM. 

10. _ _ _ _ X Heater: Electric - THE HEATER OPERATION WAS NOT TESTED BY ME; HOWEVER,THE 
OPERATION OF THE POOL SYSTEMS WAS SATIISFACTORY TO THE BUYER PER OWNER 

DISPLAY. THE GFCI BREAKER ATTACHED TO THE HEATER DID NOT RESPOND TO TEST 

AND MAY NEED REPLACEMENT. 

11. _ _ _ _ X Gauges and Controls: Timer control - THE OPERATION AGAIN IS 
SUFFICIENT;HOWEVER,THE SAFETY COVER IS MISSING. THIS IS A SMALL PLASTIC 

COVER THAT PROTECTS AGAINST TOUCHING THE POWER SOURCE AT THE SWITCH. THIS 

IS MINIMAL AND VERY INEXPENSIVE. AN EXAMPLE OF THIS COVER CAN BE SEEN AT 

THE SPRINKLER TIMER.SEE PHOTO 

12. X _ _ _ _ Ladder/Steps: Poured steps in pool body & METAL LADDER 
13. X _ _ _ _ Pool Enclosure: pool cage - THE WEST DOOR BUTTON IS MISSING A CAP AND A MINOR 

SCREEN DAMAGE NOTED ON THE UPPER SCREEN. THESE ARE NORMAL MINOR MAINTAINCE 

ISSUES. 

Roof 
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A NP NI M D 
Main Roof Surface 

1. Method of Inspection: On roof 
2. X _ _ _ _ Unable to Inspect: 10% 
3. X _ _ _ _ Material: Asphalt shingle/ rolled roof 
4. Type: Gable 
5. Approx Age: SAME AS HOME 2002 
6. X _ _ _ _ Flashing: ASPHALT WITH METAL KICK OUTS 
7. X _ _ _ _ Valleys: Asphalt shingle 
South Chimney 

8. X _ _ _ _ Chimney: Stucco and frame covered three wall pipe 
9. X _ _ _ _ Flue/Flue Cap: Metal 
10. X _ _ _ _ Chimney Flashing: ONLY ASPHALT SHINGLE AND TAR VISIBLE 
11. X _ _ _ _ Plumbing Vents: COMBINATION PVC AND METAL - THE INSTALLATION AND EXTENTIONS 

OF THE VENT PIPES APPEARS ADEQUATE. ONE OF THE EXTENTIONS NEAR THE PEAK 

MAY NOT BE QUITE 6 INCHES. NO NOTED DEFECT. 

12. X _ _ _ _ Electrical Mast: Underground utilities 
13. _ _ _ X _ Gutters: Aluminum - SOME OF THE GUTTERING HAS BEEN REMOVED. THE REAR GUTTER 

BY THE POOL IS FULL OF LEAVES. THE ROOF HAS SOME LEFT OVER CLIPS AND THERE 

IS SOME MINOR DAMAGE TO THE FRONT DRIP EDGE OF THE ROOF THAT APPEARS TO 

HAVE BEEN CAUSED BY THE REMOVAL OF THE GUTTERS. THE DRIP EDGE MAY GET BY 

WITH SOME CAULK AND MINOR NAILING. A NOTATION AS TO WATER DRAINING ON THE 

A/C MAY INVALADATE WARRANTY. A MINOR SPLASH GUARD OR GUTTERING OVER THE 

UNIT IS ADVISED AS A FUTURE UPDATE. 

14. X _ _ _ _ Downspouts: Aluminum 
15. _ _ _ X _ Leader/Extension: Aluminum - SPLASH BLOCKS OR EXTENDING THE GUTTERS AS MUCH 

AS 6 FEET FROM THE HOME IS THE GENERAL RECOMMENDATION TO AVOID SAND WASH 

AND SETTLING. 

Garage/Carport 

 
A NP NI M D 
Attached Garage 

1. Type of Structure: Attached Car Spaces: 3 

2. X _ _ _ _ Garage Doors: ALUM/FIBRGLS 
3. X _ _ _ _ Door Operation: EYE & MECHANIZED - PRESSURE RETURN IS A LITTLE TIGHT AND CAN 

BE ADJUSTED AT THE BOX. THE PERFORMANCE IS ACCEPTABLE. 

4. X _ _ _ _ Door Opener: Overhead door 
5. X _ _ _ _ Exterior Surface: SAME AS HOUSE 
6. X _ _ _ _ Roof: Asphalt shingle 
7. X _ _ _ _ Roof Structure: Asphalt shingle 
8. X _ _ _ _ Service Doors: Metal 
9. X _ _ _ _ Walls: Sheetrock/paint 
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10. X _ _ _ _ Ceiling: Paint 
11. X _ _ _ _ Floor/Foundation: Poured slab 
12. X _ _ _ _ Hose Bibs: Gate 
13. X _ _ _ _ Electrical: 110 VAC 
14. _ X _ _ _ Windows: NONE 
15. _ X _ _ _ Gutters: Not present 

Electrical 

 
A NP NI M D 

1. Service Size Amps: 225 Volts: 110/220 VAC 

2. X _ _ _ _ Service: Copper - THE LABELING ON THE SERVICE IS NOT VISABLE TO VERIFY TO 
THE BREAKER. THE INSTALLATION AND CONNECTIONS ARE GOOD. 

3. X _ _ _ _ 110 VAC Branch Circuits: Copper 
4. X _ _ _ _ 220 VAC Branch Circuits: Copper 
5. X _ _ _ _ Conductor Type: Romex 
6. X _ _ _ _ GFCI: Present 
7. X _ _ _ _ Ground: EXTERIOR GROUND HAS NO PRESENT CHARGE AND APPEARS SATISFACTORY - 

PANEL GROUND APPEARED IN PLACE. 

8. X _ _ _ _ Smoke Detectors: Hard Wired 
Garage Electric Panel 

9. X _ _ _ _ Manufacturer: Cutler-Hammer 
10. Max Capacity: 225 
11. X _ _ _ _ Main Breaker Size: 225 
12. X _ _ _ _ Breakers: Standard Update 
13. X _ _ _ _ Fuses: Blade type AT EXTERIOR ONLY/A/C BREAKER ETC. 
14. Is the panel bonded?  X Yes _ No 

Structure 

 
A NP NI M D 

1. X _ _ _ _ Structure Type: Stucco/rock facing 
2. X _ _ _ _ Foundation: Poured slab 
3. X _ _ _ _ Differential Movement: No movement or displacement noted 
4. X _ _ _ _ Joists/Trusses: 2X4 Truss 
5. X _ _ _ _ Floor/Slab: Poured slab 
6. X _ _ _ _ Stairs/Handrails: POOL ONLY 

Attic 
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A NP NI M D 
GARAGE Attic 

1. Method of Inspection: In the attic 
2. X _ _ _ _ Unable to Inspect: 30% 
3. X _ _ _ _ Roof Framing: 2x4 Truss 
4. X _ _ _ _ Sheathing: Plywood 
5. X _ _ _ _ Ventilation: Ridge and soffit vents 
6. X _ _ _ _ Insulation: Blown in 
7. X _ _ _ _ Insulation Depth: 12" 
8. _ _ X _ _ Vapor Barrier: NONE VISIBLE 
9. X _ _ _ _ Wiring/Lighting: 110 VAC 
10. X _ _ _ _ Moisture Penetration: NONE VISABLE 
11. X _ _ _ _ Bathroom Fan Venting: VENTS TO ROOF 

Air Conditioning 

 
A NP NI M D 
Main AC System 

1. X _ _ _ _ A/C System Operation: Appears serviceable 
2. X _ _ _ _ Condensate Removal: Plastic tubing 
3. X _ _ _ _ Exterior Unit: Trane 
4. Model Number: TTR060D100A0 Serial Number: Z032J6X2F 

5. Area Served: Entire home Approximate Age: 01/2001 

6. Fuel Type: ELECTRIC Temperature Differential: 70/58 

7. Type: Central A/C Capacity: 5 TON 

8. X _ _ _ _ Visible Coil: Aluminum 
9. X _ _ _ _ Refrigerant Lines: Serviceable condition 
10. X _ _ _ _ Electrical Disconnect: Breaker disconnect 
11. X _ _ _ _ Exposed Ductwork: Insulated flex 
12. X _ _ _ _ Blower Fan/Filters: DIRECT DRIVE 
13. X _ _ _ _ Thermostats: DIDITAL 

Fireplace/Wood Stove 

 
A NP NI M D 
Great Room Fireplace 

1. X _ _ _ _ Freestanding Stove: GAS LOGS 
2. X _ _ _ _ Fireplace Construction: Stone 
3. Type: Electric 
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4. X _ _ _ _ Fireplace Insert: Standard 
5. X _ _ _ _ Smoke Chamber: SYSTEM IS AN INSERT TO A WOOD BURRING ASSEMBLY 
6. X _ _ _ _ Flue: Metal 
7. X _ _ _ _ Damper: Metal 
8. X _ _ _ _ Hearth: Raised 

Heating System 

 
A NP NI M D 
Garage Heating System 

1. X _ _ _ _ Heating System Operation: Adequate 
2. Manufacturer: Trane 
3. Model Number: TWE60015FD0 Serial Number: E123LFT1V 

4. Type: Forced air Capacity: ADEQUATE 

5. Area Served: Whole building Approximate Age: SAME AS HOME 

6. Fuel Type: Electric 
7. X _ _ _ _ Blower Fan/Filter: DIRECT DRIVE 
8. X _ _ _ _ Distribution: Insulflex duct 
9. X _ _ _ _ Circulator: Blower 
10. X _ _ _ _ Controls: DIGITAL 
11. X _ _ _ _ Thermostats: Programmable 

Plumbing 

 
A NP NI M D 

1. X _ _ _ _ Service Line: NOT VISIBLE - UNDERGROUND FROM METER. - NO MOVEMENT NOTED IN 
THE METER WHEN WATER WAS OFF. OK 

2. X _ _ _ _ Main Water Shutoff: EAST SIDE 
3. X _ _ _ _ Water Lines: PVC-SOME PEX SOME COPPER FITTINGS - THE HOME'S PRESSURE WAS 63 

PSI AT THE SPICKET. THIS IS GOOD, AS RESIDENTIAL USE IS BETWEEN 40 AND 80 

PSI. 

4. X _ _ _ _ Drain Pipes: Copper 
5. _ _ X _ _ Service Caps: Not visible 
6. X _ _ _ _ Vent Pipes: PVC & METAL 
7. X _ _ _ _ Gas Service Lines: Copper - NOTE - LINE NOT FULLY VISIBLE. 

Garage Water Heater 

8. _ _ _ _ X Water Heater Operation: Adequate - THE WATER HEATER OPERATES ADEQUATELY. THE 
DEFECT IS IN THE TEMPERATURE SETTING. THE TEMP, AS TESTED AT THE LAUNDRY 

SINK, WAS 136 DEGREES. TEMPERATURES ABOVE 120 DEGREES CAN PRODUCE 

SCALDING. THE TABLE SHOWES AT 130 DEGREES IT TAKES 30 SECONDS AND AT 140 

IT TAKES 5 SECONDS. THIS IS A SIMPLE FIX. SIMPLY TURN THE POWER OFF TO THE 

WATER HEATER IN THE GARAGE,REMOVE THE UPPER AND LOWER PLATES AND SET THE 

TWO TEMPERATURE SETTINGS. THEY SHOULD BE LABELED AND EASY TO ADJUST. 
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9. Manufacturer: RUUD 
10. Model Number: PE52-2C Serial Number: RU 0102F09262 

11. Type: Electric Capacity: 50 Gal. 

12. Approximate Age: 01/2000 Area Served: Entire home 

13. X _ _ _ _ TPRV and Drain Tube: Copper 

Bathroom 

 
A NP NI M D 
Master Bathroom 

1. X _ _ _ _ Ceiling: Textured paint 
2. X _ _ _ _ Walls: Paint 
3. X _ _ _ _ Floor: Ceramic tile 
4. X _ _ _ _ Doors: Hollow wood 
5. X _ _ _ _ Windows: Alum double hung 
6. X _ _ _ _ Electrical: 110 VAC GFCI 
7. X _ _ _ _ Counter/Cabinet: Formica 
8. X _ _ _ _ Sink/Basin: Molded single bowl 
9. X _ _ _ _ Faucets/Traps: Operational 
10. X _ _ _ _ Tub/Surround: Molded material 
11. X _ _ _ _ Shower/Surround: Ceramic TILE 
12. X _ _ _ _ Toilets: Bemis 
13. X _ _ _ _ HVAC Source: Air exchange ventilation 
14. X _ _ _ _ Ventilation: Electric ventilation fan 

#2 Bathroom 

15. X _ _ _ _ Ceiling: Textured paint 
16. X _ _ _ _ Walls: Paint 
17. X _ _ _ _ Floor: Ceramic tile 
18. X _ _ _ _ Doors: Hollow wood - ALSO EXIT DOOR TO POOL AREA 

19. X _ _ _ _ Windows: NONE 
20. X _ _ _ _ Electrical: 110 VAC GFCI 
21. X _ _ _ _ Counter/Cabinet: MOLDED MATERIAL 
22. X _ _ _ _ Sink/Basin: Molded single bowl 
23. X _ _ _ _ Faucets/Traps: Operational 
24. X _ _ _ _ Tub/Surround: Fiberglass surround 
25. X _ _ _ _ Shower/Surround: Fiberglass pan/surround 
26. X _ _ _ _ Toilets: American Standard 
27. X _ _ _ _ HVAC Source: Air exchange ventilation 
28. X _ _ _ _ Ventilation: Electric ventilation fan 

HALF BATH Bathroom 
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29. X _ _ _ _ Ceiling: Textured paint 
30. X _ _ _ _ Walls: Paint 
31. X _ _ _ _ Floor: Ceramic tile 
32. X _ _ _ _ Doors: Hollow wood 
33. X _ _ _ _ Windows: NONE 
34. X _ _ _ _ Electrical: 110 VAC 
35. X _ _ _ _ Counter/Cabinet: PEDASTALL SINK 
36. X _ _ _ _ Sink/Basin: Molded single bowl 
37. X _ _ _ _ Faucets/Traps: Operational 
38. X _ _ _ _ Toilets: American Standard 
39. X _ _ _ _ HVAC Source: Air exchange ventilation 
40. X _ _ _ _ Ventilation: Electric ventilation fan 

#3 Bathroom 

41. X _ _ _ _ Ceiling: Textured paint 
42. X _ _ _ _ Walls: Paint 
43. X _ _ _ _ Floor: Ceramic tile 
44. X _ _ _ _ Doors: Hollow wood 
45. X _ _ _ _ Windows: Alum double hung 
46. X _ _ _ _ Electrical: 110 VAC GFCI 
47. X _ _ _ _ Counter/Cabinet: Composite and wood 
48. X _ _ _ _ Sink/Basin: Molded single bowl 
49. X _ _ _ _ Faucets/Traps: Operational 
50. X _ _ _ _ Tub/Surround: Fiberglass surround 
51. X _ _ _ _ Shower/Surround: Fiberglass pan/surround 
52. X _ _ _ _ Toilets: American Standard 
53. X _ _ _ _ HVAC Source: Air exchange ventilation 
54. X _ _ _ _ Ventilation: Electric ventilation fan 

Kitchen 

 
A NP NI M D 
KITCHEN/DINING AREA Kitchen 

1. X _ _ _ _ Cooking Appliances: SPRECTRA 
2. X _ _ _ _ Ventilator: General Electric 
3. X _ _ _ _ Disposal: In-Sinkerator 
4. X _ _ _ _ Dishwasher: General Electric 
5. X _ _ _ _ Refrigerator: General Electric 
6. X _ _ _ _ Microwave: General Electric 
7. X _ _ _ _
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Sink: Stainless dual bowl 
8. X _ _ _ _ Electrical: 110 VAC GFCI 
9. X _ _ _ _ Plumbing/Fixtures: Operational 
10. X _ _ _ _ Counter Tops: Formica 
11. X _ _ _ _ Cabinets: Laminate/composite materials 
12. X _ _ _ _ Ceiling: Textured paint 
13. X _ _ _ _ Walls: Paint 
14. X _ _ _ _ Floor: Ceramic tile 
15. X _ _ _ _ Doors: ALUMINUM SLIDERS 
16. X _ _ _ _ Windows: Alum casement 
17. X _ _ _ _ HVAC Source: Air exchange ventilation 

Bedroom 

 
A NP NI M D 
Master Bedroom 

1. X _ _ _ _ Closet: His/Her Walk-ins 
2. X _ _ _ _ Ceiling: Textured paint 
3. X _ _ _ _ Walls: Paint 
4. X _ _ _ _ Floor: Carpet 
5. X _ _ _ _ Doors: Hollow wood 
6. X _ _ _ _ Windows: Alum double hung 
7. X _ _ _ _ Electrical: 110 VAC 
8. X _ _ _ _ HVAC Source: Air exchange ventilation 
#2 Bedroom 

9. X _ _ _ _ Closet: One Large 
10. X _ _ _ _ Ceiling: Textured paint 
11. X _ _ _ _ Walls: Paint 
12. X _ _ _ _ Floor: Carpet 
13. X _ _ _ _ Doors: Hollow wood /sliders 
14. X _ _ _ _ Windows: Alum double hung 
15. X _ _ _ _ Electrical: 110 VAC 
16. X _ _ _ _ HVAC Source: Air exchange ventilation 

#3 Bedroom 

17. X _ _ _ _ Closet: Single small 
18. X _ _ _ _ Ceiling: Textured paint 
19. X _ _ _ _ Walls: Paper/Paint 
20. X _ _ _ _ Floor: Carpet 
21. X _ _ _ _ Doors: Hollow wood 
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22. X _ _ _ _ Windows: Alum double hung 
23. X _ _ _ _ Electrical: 110 VAC 
24. X _ _ _ _ HVAC Source: Air exchange ventilation 

#4 Bedroom 

25. X _ _ _ _ Closet: One Large 
26. X _ _ _ _ Ceiling: Textured paint 
27. X _ _ _ _ Walls: Paint 
28. X _ _ _ _ Floor: Carpet 
29. X _ _ _ _ Doors: Hollow wood 
30. X _ _ _ _ Windows: Alum double hung 
31. X _ _ _ _ Electrical: 110 VAC 
32. X _ _ _ _ HVAC Source: Air exchange ventilation 

Living Space 

 
A NP NI M D 
FRONT ROOM OFF OF FOYER Living Space 

1. X _ _ _ _ Ceiling: Textured paint 
2. X _ _ _ _ Walls: Paint 
3. X _ _ _ _ Floor: Carpet 
4. X _ _ _ _ Doors: HIDDEN DOOR 
5. X _ _ _ _ Windows: Alum double hung 
6. X _ _ _ _ Electrical: 110 VAC 
7. X _ _ _ _ HVAC Source: Air exchange ventilation 
Great Room Living Space 

8. X _ _ _ _ Ceiling: Textured paint 
9. X _ _ _ _ Walls: Paint 
10. X _ _ _ _ Floor: Carpet 
11. X _ _ _ _ Doors: ALUMINUM SLIDERS 
12. X _ _ _ _ Windows: Alum Sliders 
13. X _ _ _ _ Electrical: 110 VAC 
14. X _ _ _ _ HVAC Source: Air exchange ventilation 

Living Space 

15. _ _ _ _ _ Closet: 
16. _ _ _ _ _ Ceiling: 
17. _ _ _ _ _ Walls: 
18. _ _ _ _ _ Floor: 
19. _ _ _ _ _ Doors: 
20. _ _ _ _ _
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Windows: 
21. _ _ _ _ _ Electrical: 
22. _ _ _ _ _ HVAC Source: 

Living Space 

23. _ _ _ _ _ Closet: 
24. _ _ _ _ _ Ceiling: 
25. _ _ _ _ _ Walls: 
26. _ _ _ _ _ Floor: 
27. _ _ _ _ _ Doors: 
28. _ _ _ _ _ Windows: 
29. _ _ _ _ _ Electrical: 
30. _ _ _ _ _ HVAC Source: 

Laundry Room/Area 

 
A NP NI M D 
Off kitchen Laundry Room/Area 

1. X _ _ _ _ Ceiling: Textured paint 
2. X _ _ _ _ Walls: Paint 
3. X _ _ _ _ Floors: Ceramic tile 
4. X _ _ _ _ Doors: Hollow wood 
5. X _ _ _ _ Windows: NONE 
6. X _ _ _ _ Electrical: 110 VAC/220 VAC 
7. X _ _ _ _ HVAC Source: Air exchange ventilation 
8. X _ _ _ _ Laundry Tub: PVC 
9. X _ _ _ _ Laundry Tub Drain: PVC 
10. X _ _ _ _ Washer Hose Bib: Gate 
11. X _ _ _ _ Washer and Dryer Electrical: 220 VAC 
12. X _ _ _ _ Dryer Vent: Metal flex - TAKING THE TWIST OUT OF THE VENT TO AVOID LINT TRAP 

AND OVERHEATING IS ADVISED. 

13. X _ _ _ _ Washer Drain: Wall mounted drain 

Marginal Summary

This summary is not the entire report. The complete report may include additional information of concern to 
the client. It is recommended that the client read the complete report.

Lots and Grounds 

Vegetation: Shrubs/trees - THE SHRUBBURY AROUND THE HOME APPEAREDTO 
HAVE GOOD CLEARANCE FROM THE BUILDING. THE RECOMMENDED DISTANCE IS 

GENERALLY 16 INCHES. THE ONLY NOTATION I AM REFERRING TO IS THE 
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LIMB OF THE OAK THAT REACHES OVER THE GARAGE. I TOOK A PHOTO OF TWO 

ROTTED PORTIONS AND BELIEVE IT ADVISABLE TO HAVE AN ARBORIST LOOK 

AT IT OR SIMPLY CUT IT BACK TO AVOID ANY FALLING FROM WINDS.

Exterior Surface and Components 

Main Gas Valve: LOCATED ON EXTERIOR TANK - THE GAS TANK IS FOR THE 
FIREPLACE LOCATED BY THE WEST WALL NEAR THE GARAGE REAR WINDOW. 

TECHNICALLY THE TANK SHOULD HAVE A GREATER CLEARANCE FROM THE 

BUILDING AND A MINIMUM OF 10 FEET FROM A WINDOW. CONSIDERING THAT 

THE TANK IS AT AN OUTSIDE GARAGE WINDOW AND THE TANK SIZE IS SMALL, 

OWNERS DISCRETION APPLIES. THE TANK APPEARS TO POSE NO REAL DANGER 

IN ITS PRESENT OPERATING STATE. SHUT- OFFS ARE TO BE AT THE TANK 

AND THE APPLIANCE. IN THIS CASE THE FIRE PLACE.

POOL/SPA 

Behind homewith spa - Swimming Pool - Skimmer: MAIN FLOOR AND SKIMMER - 
THE DRAIN MAY HAVE MET STANDARDS WHEN INSTALLED;HOWEVER,THE DRAIN 

COVER IS A VORTEX TYPE. THIS TYPE WITH THE HOLES ON TOP INSTEAD OF 

THE SIDES IS NO LONGER USED DUE TO THE ABILITY OF HAIR TO BE PULLED 

DOWN THROUGH THE TOP AND TWIST CAUSING A SWIMMER'S POSSIBLE PERIL. 

THE NEW ANTI VORTEX DRAIN COVERS ARE RELATIVELY INEXPENSIVE AND IT 

IS ADVISABLE TO REPLACE THE OLD COVERS WITH SUCH, FOR SAFETY.

Roof 

Gutters: Aluminum - SOME OF THE GUTTERING HAS BEEN REMOVED. THE REAR 
GUTTER BY THE POOL IS FULL OF LEAVES. THE ROOF HAS SOME LEFT OVER 

CLIPS AND THERE IS SOME MINOR DAMAGE TO THE FRONT DRIP EDGE OF THE 

ROOF THAT APPEARS TO HAVE BEEN CAUSED BY THE REMOVAL OF THE 

GUTTERS. THE DRIP EDGE MAY GET BY WITH SOME CAULK AND MINOR 

NAILING. A NOTATION AS TO WATER DRAINING ON THE A/C MAY INVALADATE 

WARRANTY. A MINOR SPLASH GUARD OR GUTTERING OVER THE UNIT IS 

ADVISED AS A FUTURE UPDATE.

Leader/Extension: Aluminum - SPLASH BLOCKS OR EXTENDING THE GUTTERS AS 
MUCH AS 6 FEET FROM THE HOME IS THE GENERAL RECOMMENDATION TO AVOID 

SAND WASH AND SETTLING. 

Defective Summary

This summary is not the entire report. The complete report may include additional information of concern to 
the client. It is recommended that the client read the complete report.

POOL/SPA 

Behind homewith spa - Swimming Pool - Heater: Electric - THE HEATER 
OPERATION WAS NOT TESTED BY ME; HOWEVER,THE OPERATION OF THE POOL 
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SYSTEMS WAS SATIISFACTORY TO THE BUYER PER OWNER DISPLAY. THE GFCI 

BREAKER ATTACHED TO THE HEATER DID NOT RESPOND TO TEST AND MAY NEED 

REPLACEMENT.

Behind homewith spa - Swimming Pool - Gauges and Controls: Timer control - 
THE OPERATION AGAIN IS SUFFICIENT;HOWEVER,THE SAFETY COVER IS 

MISSING. THIS IS A SMALL PLASTIC COVER THAT PROTECTS AGAINST 

TOUCHING THE POWER SOURCE AT THE SWITCH. THIS IS MINIMAL AND VERY 

INEXPENSIVE. AN EXAMPLE OF THIS COVER CAN BE SEEN AT THE SPRINKLER 

TIMER.SEE PHOTO

Plumbing 

Garage - Water Heater - Water Heater Operation: Adequate - THE WATER HEATER 
OPERATES ADEQUATELY. THE DEFECT IS IN THE TEMPERATURE SETTING. THE 

TEMP, AS TESTED AT THE LAUNDRY SINK, WAS 136 DEGREES. TEMPERATURES 

ABOVE 120 DEGREES CAN PRODUCE SCALDING. THE TABLE SHOWES AT 130 

DEGREES IT TAKES 30 SECONDS AND AT 140 IT TAKES 5 SECONDS. THIS IS 

A SIMPLE FIX. SIMPLY TURN THE POWER OFF TO THE WATER HEATER IN THE 

GARAGE,REMOVE THE UPPER AND LOWER PLATES AND SET THE TWO 

TEMPERATURE SETTINGS. THEY SHOULD BE LABELED AND EASY TO ADJUST.
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